
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

*** PRIVATE & CONFIDENTIAL *** 

8 Channel Sense &  

Control Panel  



MEDSENS - A Device for Analog Data Acquisition, Sensing, 

Reporting and Controlling 

Key Features 

• Compact & Easy to use Control panel for Gas Leak/Gas Pressure/Gas 

Level/... detection & control 

• Upto 8 independent Analog inputs (channels) from sensors (4-20ma or 

0-5V)  

•  Indicates per channel value as a % LEL on LCD   

•  Indication for faulty sensor or faulty connection (indicated by “NC” in 

the display) 

•  Configurable thresholds (per channel) to control Relay Outputs 

• 2 independent Volt Free Relay Outputs 

1 Volt Free Relay Input 

2 Outputs for Alarm (@ 15%  and 30% configurable) 

2 outputs for Solenoids 

1 output for Sprinkler Solenoid (enabled by Gas Sensor1) 

Resets for Alarm, Solenoids, Emergency and Sensors  

• Configurable (@ factory) Relay Outputs to Inputs mapping 

• Alarm MUTE and Solenoid RESET features 

• “Sensor Reset” to reset sensors which get stuck at 100% (eg  OLCT 10)  

• Solenoids shut off delay (factory configurable) when Volt free input 

(from Fire panel) is enabled.  

• Single supply for unit – only a 230V AC power source needed - Power 

Supplies for output devices fully supplied by unit itself. 

• Comes with backup battery to sustain operation in case of power loss. 

• A variant of this product with 2G GSM capability for SMS on 

Alerts/Remote monitoring. 

*** PRIVATE & CONFIDENTIAL *** 



Product Description  & Connection Details 

 

 

 

Terminal 1  S1  Solenoid 1  
Terminal 2  S2  Solenoid 2   
Terminal 3  VFRO_1  Volt Free Relay Output 1  
Terminal 4  VFRO_2  Volt Free Relay Output 2 
Terminals 5 – 12  GS_1 – GS_8  Gas Sensor1 to 8 
Terminal 13  AL_1  Alarm 1 
Terminal 14  AL_2  Alarm 2 
Terminal 15  SSOL  Sprinkler Solenoid 
Terminal 16  VFRI  Volt Free Relay Input 
 

NOTES:  
1) All Enabled signals are ~24V  
2) The Terminal/Connector Names are mentioned below the respective terminals (on the 
PCB) which can be found when the terminals are plugged out.  

 

*** PRIVATE & CONFIDENTIAL *** 



LED Description 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Power         - Indicates input power present                   GREEN – Power Present  

Battery      -  Indicates if Battery is connected or not      GREEN – Connected      RED - Unconnected 

Sol              -  Indicates status of Solenoids 1 & 2             GREEN – ON                    RED – OFF 

SpSol          - Indicates status of Sprinkler Solenoid          YELLOW - ON 

Alarm         - Indicates ALARM status                                  BLUE – ALARM 1 ON (>15%)    RED – ALARM 2 ON (>30%) 

Fire            - Indicates Volt Free Input from Fire panel    RED – FIRE Input ON 

  

 

*** PRIVATE & CONFIDENTIAL *** 

 *  DISPLAYS THE 8 SENSOR (CHANNEL) VALUES (0-100%) 

 

 * “NC”INDICATES ISSUE WITH SENSOR/SENSOR NOT CONNECTED 

 

LCD DISPLAY DESCRIPTION 

   GS1      GS2       GS3      GS4 

   GS5      GS6        GS7     GS8 
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